IN-30 INTRODUCTION 


WHEEL ALIGNMENT STANDARD 
1. FRONT WHEEL ALIGNMENT 


Standard vehicle height: 


Front A - B Rear C - D 
126 mm (4.96 in.) 57 mm (2.24 in.) 


C136113 


Standard toe-in (total): 


Toe-in (total) — 
A-B: 0 + -2 mm (0 + -0.08 in.) 


Dimension A 


C125226 


Dimension B 


Tread Center 


0125225 


INTRODUCTION IN-31 


Standard wheel angle: 


: Outside wheel 
Inside wheel (reference) A,B BLA 
38°31’ + - 2° (38°52’ + - 2°) 33°43’ (33.72°) 
Front 
A: Inside 
B: Outside 


C132439 


Standard camber inclination: 


Camber Right-left difference Alignment Tester 
- 0°43’ + -45° (-0.72° + -0.75°) 45’ (0.75°) or less 


Standard caster inclination: 


Caster Right-left difference 
2°57’ + -45' (-2.95° + -0.75°) 45’ (0.75°) or less 


Steering axis inclination: 


0132440 


Steering axis inclination 
12°20’ (12.33°) 


2. REAR WHEEL ALIGNMENT 


Standard toe-in: 


Toe-in 
(total) 


A+B: 0° + - 24’ (0° + - 0.4°) 
Cea 4+-2mm (0.16 + - 0.08 in.) 


Standard camber inclination: 


Camber Right-left difference 
- 1°21’ + -45° (-1.35° + -0.75°) 45’ (0.75°) or less P 


C132438 


